MD 214 IS ASSUMED TO RUN
IN AN EAST—WEST DIRECTION
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CONSTRUCTION DETAILS

INSTALL MICRO-LOOP PROBE
INSTALL HANDHOLE

REMOVE EXISTING HANDHOLE
CAP AND ABANDON EXISTING
USE EXISTING HANDHOLE
USE EXISTING CONDUIT

POLYVINYL CHLORIDE CONDUIT (BORED)

CONDUIT

USE EXISTING POLE MOUNTED CABINET

USE EXISTING HANDHOLE ADJUST TO FINAL GRADE

INSTALL R5~1 AND R1-—1 SIGNS ON 4 IN. X 4 IN. WOOD POST
INGTALL R5—1 SIGN ON 4 IN. X 4 IN. WOOD POST
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INSTALL TYPE 1 OBJECT MARKER ON 4 IN. X 4 IN. WOOD POST
REMOVE EXISTING PAVEMENT MARKING
INSTALL 24 IN. WHITE THERMOPLASTIC PAVEMENT MARKING.

LEGEND OF UNDERGROUND
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INSTALL 6 FT. X 30 FT. LOOP DETECTOR ENCASED IN 1/4 IN. FLEXIBLE TUBING (3—6-—3
INSTALL 1IN, LIQUID TIGHT, FLEXIBLE NON—METALLIC CONDUIT (DETECTOR WIRE SLEEVE)
INSTALL 2 IN. SCHEDULE 80, POLYVINYL CHLORIDE CONDUIT (TRENCHED)
INSTALL 2 iN. SCHEDULE 80,

PARKING LOT

WINDING)

BUILDING

OF 2 IN,
’__QB%RE\]D) CONDUIT
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FLASHING
OPERATION

PHASING NOTES:

1.
2.

PHASES ASSOCIATED BY A SOLID LINE WH.L NOT OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
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NOTES:

1. INSTALL PRESENCE LOOP DETECTORS 1 FT. BEHIND STOPLINE

2. INSTALL DETECTORS AND CONDUIT PRIOR TO THE
INSTALLATION OF PAVEMENT MARKINGS

3. THE CONTRACTOR SHALL CONFIRM THE LOCATION OF
GEOMETRICS PRIOR TO THE INSTALLATION OF SIGNAL

EQUIPMENT

4. EXISTING DETECTORS ON SOUTHBOUND MD 424 SHALL BE
DISCONNECTED AND ABANDONED
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